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RoHS Compliance
300 <l> Material: Pin D/mjnS/ons(Bmm/
<]:I> Housing:PAG6,UL 94 V-2 02 1 300 | 700
03 | 6.00 | 10.00
I Electrical Characteristics: 04 | 9.00 | 13.00
Rated Current:5.0AMP 05 | 1200 | 16.00
{ ] { j { ] { j Voltage rating:250V AC,DC gi ggg ;92%%
/Tem‘;e';af”;e rja:ge:—.27500% ﬁ;ng;.[ 08 | 2100 | 25.00
T T I n.'sua or .e515 ance: in ' 09 | 24.00 | 28.00
Withstanding Voltage: 1500V AL/minute 10 | 2700 | 3100
Contact Resistance:10mQ Max 11 | 30.00 | 34.00
12 | 337.00 | 37.00
A+0.30
5204025
4.00+0.25)
é Order Information:
L —KLS7—XM7—10_0— Ing—f/i
> M
N ? L: RoHS
™ B ] S Pitch:3.00mm——
RS N .
~ Pins:
1-Single layer
2-Double layer
— XX-No.of 02™12 pins —
540+0.25 Type: ,
| [ MH / FH / FHN-Hosing
MT / FT-Terminal
ANGLE TOLERANCE | PROJECTION Description: | 3.0mm Pitch Micro Fif 3.0 43020 43025
B+0.4 23° -@—G— 43045 43030 43031 43645 43640 Wire To Board Connector| |
GENERAL TOLERANCE | UNITS mm KLS P/N: L-KLS1-XM1-3.00-1x02-FH
xx 2030 SHEET SIZE | A4
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