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Quartz Crystal Filter Series
KLS14-7DKU-HC-49T Quartz Crystal Filter Series

Quartz Crystal FEATURES: X I V
Industry Standard Package

Wide Frequency range - -
Tight Tolerances . // -
Excellent reliability / Aging ¥ \ /
"AT" cut crystals - X

Cost effective

RoHs /Lead Free compliant
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HC-49T 2 Pole (Fund;10MHz~15Mhz)

Nominal Pass Band Stop Band Ripple Insertion Terminal Operating
Model Frequency Width Width Loss Impedance TempRange
[MHz] |[dB] | [KHZz] |[dB] | [KHZz] [dB] [dB] Rt//Ct[ O//pF] [C]
10MO07A| 10.700 3 +3.75 | 20 =18.00 0.5 2.0 1800//5 -20_+70
10M12A| 10.700 3 |+6.00 [ 18 | +20.00 0.5 2.0 3000//3 -20_+70
10M15A| 10.700 3 +7.50 18 | +25.00 0.5 2.0 3000//2 -20_+70
10M30A| 10.700 3 +15.00f 18 | +£50.00 0.5 2.0 5500//-1 -20_+70
Nominal Pass Band Stop Band Ripple Insertion Terminal Operating
M odel Frequency Width Width Loss Impedance TempRange
[MHz] | [dB] | [KHZ] [[dB]| [KHZ] [dB] [dB] Rt//Ct//Cc[ Q/pF/IpF] [C]
10M07B| 10.700 3 +3.75 | 40 +14.00 1.0 2.5 1800//4/112 -20_+70
10M12B| 10.700 3 | +6.00 | 40 | =20.00 1.0 25 2800//1.5/17 -20_+70
10M15B| 10.700 3 +7.50 | 40 | +25.00 1.0 2.5 3000//1/15 -20_+70
10M30B| 10.700 3 | +15.00( 40 | +50.00 1.0 25 5500//-1//0 -20_+70

ORDER INFORMATION

KLS14- 7DKU-HC-49T - 10MO7A
Pos. No. Q

Part Number

Model

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information



