
KLS14-LTM455 450 Ceramic Filter Series/

XIV

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information

ORDER INFORMATION

Quartz Crystal And Ceramic Resonator

KLS14-LTM455-EW

Pos No. .

Ceramic Filter Series

These compact, highly selective characteristics are
recommended for use in applications ranging from
two-way radio to auxiliary filters in high class
transceivers.These ultra-miniature versions
consume approximately 40% less volume while
still offering the same high performance
characteristics.

Part Number

Ceramic LTM 455/450 U/W Filter Dimensions
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Pos No. .

Ceramic Filter Series

Part Number

LTM 455/450 U/W for Communication(Murata CFUM/WM 455/450 Compatible)  455 kHz / 450 kHz 

LTM 455/450 U/W Filters Technical Characteristics
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LTM455AU LTM455AW 455±2.0 4 2 ±17.5 ±40 ±35 28 40 1000
LTM455BU LTM455BW 455±2.0 4 2 ±15 ±30 ±30 28 40 1500
LTM455CU LTM455CW 455±2.0 4 2 ±12.5 ±24 ±24 28 40 1500
LTM455DU LTM455DW 455±1.5 4 2 ±10 ±20 ±20 28 40 1500
LTM455EU LTM455EW 455±1.5 6 2 ±7.5 ±15 ±15 28 40 1500
LTM455FU LTM455FW 455±1.5 6 2 ±6 ±12.5 ±12.5 28 40 2000
LTM455GU LTM455GW 455±1.5 6 2 ±4.5 ±10 ±10 28 40 2000
LTM455HU LTM455HW 455±1.0 6 2 ±3 ±9 ±9 28 40 2000
LTM455IU LTM455IW 455±1.0 6 2 ±2 ±7.5 ±7.5 28 40 2000

LT
M455HTU

LT
M455HTW 455±1.0 6 2 ±3 ±9 ±9 35 60 2000

Ceramic LTM 455/450 U/W Filter Characteristics
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Ceramic LTM 455/450 U/W Filter Test Circuit
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