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RoHS Compliant Material:
Housing: PBT+30% Glass filled ,UL94V-0
Contacts: Brass ,
E+0.10 Gold Plating on Contact Arer,
g 7 - Tin on Solder Tail.
a \ Shell: Steel,
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(O) / 00000OONOOOOOOOO <O> 2 : Front Shell /Y/ckel P'laf/ng,
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) Electrical Characteristics:
?'I C+0.25 Current Rating: 5 AMP
E,'i_ B +0.20 Insulator Resistance: 1000MQ Min. at DC 500V
m — Withstanding Voltage: 500V AC (rms) for 1 minute
A £0.30 Contact Resistance:  20mS) Max. Initial
Operating Temperature: -55°C “+105°C
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= D-SUB Connector ~———
XX-No.of 15,26,44,62pins
D +0.25 10.70 Eanne.-cfar type: M-Male F-Female
Housing Color:
L-Blue B-Black W-White
Number of DIMENSION
lontacts | A+0.30 | B+0.20 | (+0.25 | D+0.25 | E+0.10
5 70.80 | 25.00 | 16.30 19.30 2.29 GENERAL TOLERANCE] PROJECTION | -@—&F [ Descrbfon T 5 oiip ronnactor,
X 20.30 UNITS mm o
26 3920 | 3330 | 24.60 | 27.60 2.29 X 2025 SCALE w1 |Solder Type,Female,Riveting Before
XX 2020 Draw by: Daniel  |KLS P/N: L-KLS1-216A-XX-F-L
44 5310 | 47.04 | 3830 | 4110 2.29 ANGLE TOLERANCE | Check by: Daniel —
X 23° Date 2018-03-01 :
X 22° e NingBo KLS ELECTRONIC CO.,LTD.
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RoHS Compliant Material:
Housing: PBT+30% Glass filled ,UL94V-0
Contacts: Brass ,
£+0.10 Gold Plating on Contact Arer,
g 7 - Tin on Solder Tail.
P f@@@@@ PRPX®R®P®P®RP®® SIS Shell: Steel, . .
<O>/ PP EDPONDBDD DD D ® <O> M|\ Front Shell Nickel Plating,
=t \& PRPRPPDRYDIPIRRD®®® Py ® N Back Shell Tin Plating
N 7/ )
E Electrical Characteristics:
:\i C+0.25 Current Rating: 5AMP
B +0.20 Insulator Resistance: 1000MQ Min. at DC 500V
— Withstanding Voltage: 500V AC (rms) for 1 minute
A £0.30 Contact Resistance:  20mS) Max. Initial
Operating Temperature: -55°C “+105°C
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Type:214A
XX-No.of 15,26,44,62pins
D +0.25 10.70 Connector type: M-Male F-Female
— Housing Color:
L-Blue B-Black W-White
Number of DIMENSION
lontacts | A+0.30 | B+0.20 | (+0.25 | D+0.25 | E+0.10
5 70.80 | 25.00 | 16.90 19.30 2.29 GENERAL TOLERANCE] PROJECTION | @~&F [ Descrbfon T 1) o//p ropnector,
X 20.30 UNITS mm o
26 3920 | 3330 | 25.25 | 27.60 2.29 X 2025 SCALE 11 Solder Type, Male, Riveting Before
XX 20.20 Draw by: Daniel KLS P/N: L-KLST1-214A-XX-M-L
44 53.10 47.04 38.96 4110 2.29 ANGLE TOLERANCE | Check by: Daniel
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RoHS Compliant Material:
Housing: PBT+30% Glass filled ,UL94V-0
Contacts: Brass ,
E+0.10 Gold Plating on Contact Arer,
g 7 - Tin on Solder Tail.
a \ Shell: Steel,
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C Q000000000000 O A Back Shell Tin Plating
< // Y
) Electrical Characteristics:
?'I C+0.25 Current Rating: 5 AMP
E,'i_ B +0.20 Insulator Resistance: 1000MQ Min. at DC 500V
m — Withstanding Voltage: 500V AC (rms) for 1 minute
A £0.30 Contact Resistance:  20mS) Max. Initial
Operating Temperature: -55°C “+105°C
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XX-No.of 15,26,44,62pins
D +0.25 10.70 Eanne.-cfar type: M-Male F-Female
Housing Color:
L-Blue B-Black W-White
Number of DIMENSION
lontacts | A+0.30 | B+0.20 | (+0.25 | D+0.25 | E+0.10
5 70.80 | 25.00 | 16.30 19.30 2.29 GENERAL TOLERANCE] PROJECTION | -@—&F [ Descrbfon T 5 oiip ronnactor,
X 20.30 UNITS mm o
26 3920 | 3330 | 24.60 | 2760 | 2.29 X 2025 SCALE 11 |Solder Type, Female, Riveting After
XX 2020 Draw by: Daniel | KLS P/N: L-KLS1-214D0-XX-F-L
44 5310 | 47.04 | 3830 | 4110 2.29 ANGLE TOLERANCE | Check by: Daniel —
X 23° Date 2018-03-01 :
X 22° e NingBo KLS ELECTRONIC CO.,LTD.
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RoHS Compliant

Material:

Housing: PBT+30% Glass filled ,UL94V-0
Contacts: Brass ,

£+0.10 Gold Plating on Contact Arer,
g 7 - Tin on Solder Tail.
f Shell: Steel,
PP ® PRPX®R®P®P®RP®® ) . .
O / PPBDPONDBDD DD ® ®\ O E : Front Shell /Y/ckel P'laf/ng,
\& PRPRPPDRYDIPIRRD®®® =~ Back Shell Tin Plating
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% Electrical Characteristics:
§ [ +0.5 Current Rating: 5 AMP
B +0.20 Insulator Resistance: 1000MQ Min. at DC 500V
— Withstanding Voltage: 500V AC (rms) for 1 minute
A £0.30 Contact Resistance:  20mS) Max. Initial
Operating Temperature: -55°C “+105°C
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~ Type:214D
XX-No.of 15,26,44,62pins
D +0.25 10.70 Connector type: M-Male F-Female
Housing Color:
L-Blue B-Black W-White
Number of DIMENSION
lontacts | A+0.30 | B+0.20 | (+0.25 | D+0.25 | E+0.10
15 30.80 | 2500 16.90 19.30 2.29 GENERAL TOLERANCE] PROJECTION | @ | Descrbfon T 5 ciip romnector
X +0.30 UNITS mm S ’
26 3920 | 3330 | 25.25 | 27.60 2.29 X 2025 SCALE #1 Solder Type, Male, Riveting After
XX 2020 Draw by: Daniel  |KLS P/N: L-KLS1-214D0-XX-M-L
44 53.10 47.04 38.96 4110 2.29 ANGLE TOLERANCE | Check by: Daniel
X s Date | 2018-03-01 | Rl NingBo KLS ELECTRONIC CO,LTD
62 69.34 | 6350 | 5540 | 5730 | 241 E T R ingBo LLTD.
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