KLS

=zl NINGBO KLS ELECTRONIC CO.,LTD.

AV-F2507 SIZE:

25x25x7mm

construction:

Glass Fiberreinforced plsatic;
Impellerand housing PBT
OPERATING TEMPERATURE:
Sleeve bearing -10°C to +70°C
INSULATION RESISTANCE:
10meg Ohm min, at 500 VDC
(between frame and terminal)
DIELECTRIC STRENGTH:

5mA max, at 500 VAC 60Hz one minute
(between frame and terminal)
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| Specifications
Carton Specifications (Unit: cm):45x27x18 QTY:1000pcs GW:6.85Kg
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VvDC VDC A RPM CFM mmH20 dBA 9
AV-F2507HS05 Sleeve 5 4.5~5.5 0.20 10000 1.92 3.55 22.50 6.1
AV-F2507MS05 Sleeve 5 4.5~5.5 0.16 9000 1.80 2.64 20.58 6.1
AV-F2507LS05 Sleeve 5 4.5~5.5 0.12 8000 1.60 1.58 20.18 6.1
AV-F2507HS Sleeve 12 10.8~13.2 0.15 10000 1.92 3.55 22.50 6.1
AV-F2507MS Sleeve 12 10.8~13.2 0.12 9000 1.80 2.64 20.58 6.1
AV-F2507LS Sleeve 12 10.8~13.2 0.09 8000 1.60 1.58 20.18 6.1






