(‘ LAN BAO Sensing the dream
Detection head CPES series

Model specification

CPES-C09
Specifications
Examination range 11..20mm
Min spot diameter Tmm@16mm
Light source Composite LED:Red/Green/Blue(Lightsource wave length:665nm/520nm/465nm)
Minimum bending radius R25mm
Ambient luminosity Incandescent: maximum 1,000lux; Daylight: maximum 20,000lux
Ambient temperature -10...55°C(No condensation )
Vibration resistance 10...55Hz, dual amplitude 1.5mm(2 hours each in X, Y, Z directions)
Protection degree 1P40
Material Body: PC; Lens cover: Polyarylate
Weight About 40g (with 2m cable)
Dimensions
Indicator
[
U
1 — |
[I100
— 6.5 f—— 02.2
Emitted light Optical fiber:2m
center " /
- L) /
/ NS 7
N < ——
26. 4 oo 20
/_\ l MADE IN CHINA ————
18.4
} > P
\)/ 6.9 o 2 Xel.7
1 . -
- : - Shield of a core wire
: "\ T center 19 Cable length:2m
I"\ Received light 2Xp3.2
center 22 (Mounting hole)
unit:mm

Headquaters: Shanghai Lanbao Sensing Technology Co.,Ltd. Address: No.228, Jinbi Road Jinhui Industrial Park Fengxian Area, Shanghai 201404, China

Tel: +86-21-57486188 Fax: +86-21-57486199 market@shlanbao.cn www.lanbaosensor.com * Lanbao reserves all the rights Ver. A12/T



