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RoHS Compliance
r= - Spec/f('fa tions:
@ Matorial:
Housing:High Temperature Tnermaplastics,
UL94V-0 LLP Black
Contact:Copper Alloy (2680,
@] Contact: Plated Gold in Mating Area
L Tin On Solder Talls
o - Shell:-Copper Alloy (2680, Nickel Plating
9.20
7.70+0.05 Electrical:
Current Rating:1.0A/contact terminal
Voltage Rating:30V DC
7 Q Contact Resistance:50 mQ Max
o 3 % Dielectnic Withstanding Voitage:
- = 300V AC AT Sea Level
U U [ ] Insulation Resistance:100MQ Min
6.67
1.25 7.70 Mechanical:
0.8 Pitch 0.40 4.75 3.85 810 Cnnector Mate and Unmate Force:
- i | Mate force:30kgf(Max)
Unmate force:07kgf(Min)
4190 | 230 § Terminal Retention:0.5kgf (Min)
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0.80 4 75 ANGLE TOLERANCE PROJECTION Description: |
= ! - &= A SMD Mini USB Connector Socket
Recommanded P(B Layouf GENERAL TOLERANCE | UNITS mm | KLS P/N: L-KLS1-229-5FD
Tolerance:+0.05mm xx  20.30 SHEET SIZE | A4 | XX
xxx  +0.20 Draw: Daniel | 2023-05-24 2 Nf/?gBO KLS ELECTRONIC (0-,L 70,
x.xxx  +0.10 Check: Daniel | 2023-05-24
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