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RoHS Co mpll'a nce REV SYM Revision Record Appr. Date
A Vo |KLS02056 New Version Release WuHao 2024-11-25
B+0.30 145 2.00
| A+0.25 | ’* 135 Material:
‘ ‘ | | | | Housing:L CP,UL 94 V-0,Beige
(—h m ! (—h m \1\\\ § \1\\\ \\ Contacts:Phosphor Bronze/Matte,Sn-Plated
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\ \ \ \ SNNENNENNENNE
; ; } ; ; " 77777 Electric:
L] L] | L] L] ' ‘ A Contact Resistance:20m® Max
% % \ %‘ % 7777777777777777777 : o Insulation Resistance:1000M2 Min
] | ) O [ S Rated Voltage:250V AC DC
| Ikl | . 7. 7. - Rated Current:10A AC DC
G—_j | (j—_) G—_) Ty N Withs tanding Voltage:1000V AC/minute
| \ \ \ f Temperature Range:-25°C T4 105°C
Recommanded PCB Layout Wire Range:24 AWG
Tolerance:+0.05mm
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02 2.00 4.50
03 4.00 6.50
[‘ 04 6.00 850
“ “ ! “ " 05 8.00 10.50
j_._j_L 06 10.00 12.50
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; NS ANGLE TOLERANCE | PROJECTION Description: |
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| | | | | .30 = Led bulb connector,Pitch Z.0mm
‘ ' \ ‘ ‘ ) GENERAL TOLERANCE |UNITS | mm | KLS P/N: L-KLS2-L121-XX
} X +0.50 SHEET SIZE | A4
X 2030 Draw: _|WuHao| 2024-11-25 NingBo KLS ELECTRONIC CO.,L TD.
xx 2020 Check: Daniel | 2024-11-25
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