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RoHS Compl/'anfe REV SYM Revision Record Appr Date
Vo | KLS02006 New Version Release Jenny 2022-11-03
V1 |KLS02006 Technology Improvement WuHao 2024-10-25
Electrical
. UL IEC
210 3.50x (XXP-1) Characteristics
Rated Voltage 200V 160V
3.50
Rated Current 10A 17.5A
S HEINE N ENE _ e M om M M M Withs tand Voltage 750? V/1min 2;5 KV
S - o Wire Range 16 26 AWG | 027 15mm |
o e (L =
I 3 2 i
A 2 R ] O [ ) LI
VA ; 3 BN I I I I T i )
1 1 1 1 1 | | = ~<J | l Material
. . — A . A ' A /2 ' Housing:L (P, UL 94 V-0
e B e e I L) I ) il il il il il il Pin Header:-Copper Alloy,Sn Plated
160 Electrical
Recommanded PCB Layouf Operation Temperature:-40 °C T 130°C
Stripping Lengrh: 7 8 mm
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J 3 Terminal Block
> Pitch:3.50mm
= = No.: of (02"24) Pole
3.50 0.80 Color:
350% (XXP- 1 1=Gray 2=Blue 3=Black
260 210 kil i 4=Green  5=Orange  6=Red
10.30 350x(XXP-1)+4.20 7=Transp  8=Yellow  9=White
ANGLE TOLERANCE PROJECTION Description: |
o3 &= 3.50mm Spring Terminal Blocks
GENERAL TOLERANCE |UNITS mm KLS P/N: L-KLS2-212VT-3.50-XXP-X
xx 2030 SHEET SIZE | A4
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