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RoHS Compl/'ance REV SYM Revision Record Appr. Date
Vo |kisorom New Version Release WuHao | 2025-07-10
9.18+0.3
[ M1 11 — } _l_‘ Material:
-~ - | | 1.Toggle Handle:PBT UL94-V0,White
E‘ 3 2.Switch Cover:PBT UL94-V0,Red/Blue/Black
ol = | | 3.Static Spring:Phosphor Copper, Gold Plated
Or er (= L 4.0ynamic Spring:Phosphor Copper, Gold Plated
u u u 5.Switch Holder:PBT UL 94-V0,Black
7 2 3 6.Sealing Adhesive:Epoxy Resin
‘ 2.5420.2 7. Terminal Bushing:PBT UL94-V0,Black
Circuit Diagram
/ Switch characteristics:
P Switch capacity: during switching:25mA @ 24 VDC
o — 3 non swiftching:100mA @ 50VDC
% L 4 Insulation resistance:100MQ at 500VDC
Lo £ ’(7‘ e Contact resistance:
g 9 initial value 50m® max, final life value 100mQ Max
§ | Insulation strength:500VAC 50Hz/ Tmin
_ Interpolar capacitance:<5pf, IMHz + 10kHz
NO ?\;‘ Operating force:1000gf max
T ~ Electrical life:2000 times<100mQ @ 20 Times/min,25mA, 24 VDC
U U Applicable temperature:-40°C  85°C (without icing)
m’i & 064003 254405 6.2+0.3 Welding requirements:Manual welding:320°C for no more
S ‘ than 2 seconds, (30 watt soldering iron max.)
ﬁ Wave soldering: 260°C for no more than 5 seconds,
Order Information with the switch in a disconnected state during
L-KLS7-DAR-03-R-0 0-S welding and cleaning processes
J} -LJ—— TTT The switch is in the disconnected state at the factory.
@ RoHS
20.97+0.05 Dip Switch :I
1 NO. of 03 Pos
S T g"ig r ;’B v N-Black ANGLE TOLERANCE | PROJECTION Description:
H =Red,B=Blue,N=Blac ;
i 0:Non-sealed +3° = DIP Switch
IWith sealed GENERAL TOLERANCE |uniTs [ mm | KLS P/N: L-KLS7-DAR-03-X-XX-S
Packaging:0=Tube 1=Tape XX 030 SHEET SIZE | A4
PLB Hole S:Housing reverse-mounting xxx_ 020 Draw:  |Wutao| 2025-07-10 -
el NingBo KLS ELECTRONIC CO.,LTD.
x.xxx  0.10 Check: Daniel | 2025-07-10
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