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TracejChannel | Stimulus  Response  Display  Calbration Markers Analysis  SavejRecall System
§22 SWR 1,000/ P1.000 [F1]
Tr2 2 Smith(R+jX) scale 1.000U [F1
3 2 Log Mag 10.00dB/ P0.000dB [F1]
1 1.5750000GHz 1.0%71 e
B 1.6020000GHz 1.12¢5 "_/' Notes:
Frequency Range:1575.42Mhz
Band Width:Z210MHz
Axial ratio:<30B
Vswr:<2.0
Gain:<4(DB
Impedance:50 0HM
Polarization:RHCP
Dielectric Size:25x25x2
Tempera ture-40°C" +85°C
The Assembly Of Each Component Should Be Firm And Reliable
The Signal Parameters Of The Finished Product Must Reach
The Specified Value
25 25 The Product Needs To Be Packaged In Quantity According To
03 The Requirements, And There Should Be No Obvious Signs
125 e During Transportation Phenomena Such As Compression
Deformation
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ANGLE TOLERANCE PROJECTION Description:
Navigation Antenna
o ot g
GENERAL TOLERANCE |UNITS mm | KLS P/N: L-KLS1-GPS-JZ06
xx 2030 SHEET SIZE | A4
xxx 020 Orow: \Song | 2025-07-02 el NingBo KLS ELECTRONIC CO,,L TD.
x.xxx 20.10 Check: Daniel | 2025-07-02
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