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RoHS Com D liance REV SYM Revision Record Appr. Date
VO |KLSO1545 New Version Release Song 2024-07-24
39.20
3330 Material:
Rubber Core:PBT,Black, UL94V-0
24.75 Current p 5 Applicable Contact Point: Copper Alloy,
Rating Wire Diameter 150" Gold-Plated
10 A 260 ?1.80 1% 16AWG Shell:SPCC Nickel Plating On The Front Shell
20 A 8360 | 9260 10 12AWG And Tin Plating On The Back Shell
304 8450 | 350 8 10AWG
L0 A 2540 | 9460 6 BAWG Flectric:
Rated Volts:500V AC Min
- Rated Current:10A 20A 30A 40A
g Contact Resistance:30m Q Max
Insulation Resistance:
1250 3000MQ Min. at 500V DC
Voltage Withstand:1000V AC RMS for IMinute
7.90 Temperature:-55°C +105°C
Salt Spray time:48H
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— S Order Information
2550 {
W L-KLST1-BIG-224-40-3-F
. |
RoHS —_|
o High Power Current Rating
= < 10A 20A 30A 40A
ST NO. Of Contacts:3Pins
3 F=Female
B 2A 10.60
ANGLE TOLERANCE PROJECTION Description:
27.60 3 o= High Current D-SUB Female
GENERAL TOLERANCE | UNITS mm | KLS P/N: L-KLS1-BIG-224-XX-3-F
x. 205 SHEET SIZE
X 203 Draw: _|Song | 2024-07-24 sl NingBo KLS FLECTRONIC CO.,L TD.
xx  #0.2 Check: Daniel | 2024-07-24
1 3 5 | 7 | 8
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RoHS Compliance REV | SvM Revision Record Appr.
VO |KLSO1545 New Version Release Song 2024-07-24
39.20
33.30 Material:
- Rubber Core:PBT,Black, UL94V-0
25.30 Contact Point: Copper Alloy,
Current y 5 Applicable 15u”Gold-Plated
6.86 6.86 -23 ;
235 Rating Wire Diameter Shell:SPCC,Nickel Plating On The Front Shell
0 A 8260 | 2180 1% 16AWG And Tin Plating On The Back Shell
4 ‘ 204 | 8360 | 2280 | 10 12AWG
| 04 | 8450 | 8350 8 10AWG Flectric:
7@ A _ @ " g S 0A | 9540 | 9460 | 6 8AWG Rated Volts:500V AC Min
Y s Rated Current:10A 204 30A 40A
. Contact Resistance:30m Q Max
L \ Insulation Resistance:
\ 1250 3000MQ Min. at 500V DC
Voltage Withstand: 1000V AC RMS for IMinute
9.20 Temperature:-55°C +105°C
Salt Spray time:48H
S
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AL Order Information
|_l| ||_l| ||_l| ||_l \E) L‘KLS7‘B/G_224_40_3___
= RoHS] j
S
ﬁ /_\ /\ = ;2 = High Power Current Rating
A 10A 20A 30A 40A
NO. Of Contacts:3Pins
M=Male
2B 24 10.60
£12.60 ANGLE TOLERANCE | PROJECTION Description:
3 o= High Current D-SUB Male
GENERAL TOLERANCE | UNITS mm | KLS P/N: L-KLS1-BIG-224-XX-3-M
X. +0.5 SHEET SIZE | A4
X 203 Draw: _|Song | 2024-07-24 sl NingBo KLS FLECTRONIC CO.,L TD.
xx 0.2 Check: Daniel | 2024-07-24
1 2 4 5 6 | 7 | 8
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