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RoHS Com D liance REV SYM Revision Record Appr. Date
Vo |KLS19047 New Version Release WuHao 2025-04-15
P&Q Curve (Under Rated Voltage)
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Air Flow (CFM)
Operatin Rated Rated M A
Bearing Rated Voltage § J ae Speed Maximum Air Flow axamam A1 Noise | Distance
Model rvpE Voltage Current Inputpower Pressure
vV oC vV oC A MP WATT RPM M/ Min CFM mm H0 IN Hy,0 db (A) m
L-KLS22-L X-3004-MHDOS HDB 3555 0.1 0.50 9500 0.021 0.74 943 0.368 321 0.3
L-KLS22-1 X-3004-HHD05A HDB 3555 0.75 0.75 12500 0.028 0.99 16.98 0.662 393 0.3
L-KLS22-L X-3004-HHDOSB HDB 3555 0.25 125 12500 0.032 113 22.50 0.878 440 0.3
Material
Housing:Plastic, UL94 V-0
ANGLE TOLERANCE PROJECTION Description:
Electric: 430 _@_g_ DC Fans
. 10MQ .
Insulation Impedance:10M8 /DC 250V Min GENERAL TOLERANCE |UNITS | mm | KLS P/N: L_KLS22-LX-3004
Voltage Withstand Test:AC 500V 1s 2030 SHEET SIZE | A4
xx 2020 Draw: \WuHso | 2025-04-15 NingBo KLS ELECTRONIC CO.,L TD.
xxx  20.10 Check: Daniel | 2025-04-15
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