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RoHS (o mp liance REV | SYM Revision Record Appr. Date
A Vo | KLS15032 New Version Release WuHao 2025-01-09
V10 | KLS15032 Ofher Change WuHzo | 2026-09-16
] 23.5:0.2 30+0.2
13.6+0.2 22+0.2 Material:
B Insulated Plastic Core:PA6+302%G.F
B Housing Socket:Zinc Alloy A
Waterproof Cover:Silica Gel
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o N Electrical:
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c Coupling:Push-Pull Self-Locking
i Termination:Solder
é Cable Outer Diameter:5 12mm
- = IP Waterproof Grade:IP68
I Temp. Range:-25°C +80°C
D
Bundled:
- 4-M3x12 Screw
4-M3 Nut
£
Number OF Order Information
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CONTALT L-KLS15-282-M20-xx M4
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Rafed Currenf | = 5, 204 204 104 104 54 54 Pos No.
(A) Thread Specification:M2
Contact No. of Pins (02" 12)
Diameter @2.7x2 ?2.7x3 @2 7xb @1.8x5 @1.8x7 &1.0x9 B1.0x12 Type Ordering
Rated Volt
G| ™ iA[ f/ / W\ soov | soov | s00v | zs0v | 250v | z50v | 250v
Test Volt ANGLE TOLERANCE | PROJECTION Description:
est Yorlage  usoov | 1s00v | 1s00v | 1s00v | 1500v | 1500v | 1500V | ,
—  (ACV) Min +15° &= IP68 Waterproof Circular Connectors
C' ontact 7 1 1 25 25 5 5 GENERAL TOLERANCE | UNITS mm | KLS P/N: L-KLS15-282-M20-xxM4
RES/S /'0/7[6 ke X. +0.20 SHEET SIZE | A4
Wire Size Sol N . 01 .
e 2E SO <25/136 | <25/136|<25/136 | <15/15 | <15/15 | <10/18 | <10/18 xx 2010 Draw: __Wuiao | 2025-01-03 gl NingBo KLS ELECTRONIC CO,LTD.
mm"/AWG xxx 20.05 Check: Daniel | 2025-01-09
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